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Typical Physical Properties:  Per ASTM D300, Section 7.1, Buyer agrees that when standard test specimens are cut from finished parts in accordance with Practice D3183, a deviation to the extent of 10% on tensile strength and elongation values is permissible. All of our thermoplastic products are a proprietary blend 
of plastics and other components. In any application, the customer should evaluate the performance requirements and conditions that will affect the working life of the thermoplastic product. Where appropriate, field tests may need to be performed before the type of thermoplastic is selected. If the customers’ quality 
assurance includes the testing of thermoplastic materials, the test criteria should specify the physical property of the ASTM specification that is most critical to its application. Polymer type alone may not be adequate for the selection of the thermoplastic that is best suited for a specific application. Buyer acknowledges 
the use of its own knowledge, expertise, skill, experience and judgment in the selection of products(s) and /or in the selection, provision, or designation of any specifications or set of specifications for a product(s) agreed upon by the Buyer and Seller. Buyer acknowledges that Seller shall not be liable for, and Buyer 
assumes all risk of, inaccurate or unsuitable specifications or information provided, selected or designed by the Buyer. RM BILTRITE™ LLC MAKES NO REPRESENTATIONS OR WARRANTIES WITH RESPECT TO THE SUITABILITY OF MATERIALS FOR A PARTICULAR PURPOSE. BUYERS AND USERS MUST 
DETERMINE THE SAFETY AND SUITABILITY OF RM BILTRITE™ LLC’S PRODUCTS FOR THEIR OWN PURPOSES, AND ASSUME ALL RISK, RESPONSIBILITY, AND LIABILITY FOR ALL INJURIES, LOSSES, OR DAMAGES ARISING FROM THE APPLICATION OF THE INFORMATION OR USE OF RM 
BILTRITE™ LLC’S PRODUCTS, WHETHER OR NOT CAUSED BY RM BILTRITE™ LLC’S NEGLIGENCE OR BASED ON STRICT PRODUCT LIABILITY. Terms and conditions are available upon request.
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RM Biltrite™ Flexgard® Duraflor® Rubber Flooring enhances the look of any 
area while providing increased walking comfort, slip resistance, anti-fatigue, 
anti-bacteria, and noise reduction than other hard surface floorings. 

Duraflor® is scratch resistant and cleans easily with regularly available floor 
cleaning solutions. It is a very low maintenance flooring option in comparison 
to wood and carpet. Duraflor® does not require any waxing, polishing, scrubbing, 
sanding, or refinishing. Product can be laid loosely on top of previous flooring 
or bonded directly to the floor itself.

RM Biltrite™ supplies Duraflor® in both tiles and rolls. Duraflor® is available 
in solid, marble, and speckle patterns and comes in a wide range of colors 
for easy, customizable design creation. Custom colors can be provided upon 
request. Flooring comes with smooth or sandpaper backing. 

Applications: Ramps, restrooms, concourses, schools, hospitals, gymnasiums, 
elevators, lobbies, corridors, locker rooms, cafeterias, shops, hotels, hallways, 
offices. 
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